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1 – GENERAL INFORMATION 
 

1.1 Introduction 
 

Congratulation on your purchase of the IM-4P! It benefits from our long of 
experience acquired years of designing frame assembly machines for the picture frame 
industry. 

 
The IM-4P developed by Inmes is a pneumatic frame assembly machine which is 

designed to be operated on a work table or a tilting stand, in front of the machine or 
behind it. This versatile underpinner can be supplied in two versions, for using cartridges 
or regular UNI wedges.  

 
It is possible to add various accessories such as, pad, fences, wings extension tables 

and air regulators.  
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1.2 Technical Specification 
 
 

Inmes IM 4P framingsupplies.com

800-334-9060



INMES INDUSTRIAL LTDA - GRAMPEADORA IM-4P – UNDERPINNER IM-4P  32

2– SAFETY 
 

Always remember that a careless fraction of a second is enough to cause a severe 
injury. 

2.1 General Warnings 
For the operator safety and durability of your equipment the instructions manual 

must be followed with great care when installing and operating your machine, staying 
alert and lear how to use the IM-4P. 

 
 
If the safety instruction is not followed the operator will be seriously 

injured.  
 
 
It means if the safety instruction is not followed the operator could be 

seriously injured. 
 
 
Safety instruction if not carried out with care might injury the 

operator. 
 

WARNING
 

! Read the Instruction Manual before operating the equipment;  
! Do not remove or change the warning adhesive signs;  
! Wear adequate clothing to avoid clothes that could get stuck in the 

moving parts; 
! Long hair has to be tied up; 
! Keep hands away from the working area;  
! Disconnect air pressure supplying during any maintenance intervention; 
! Keep the feet away from the foot pedal during machine regulation;  
! The machine must be mounted on a flat surface in an appropriate work 

area, well lighted;  
! The user guarantee the machine is operated only by trained operators; 
! The user must prevent access to the machine by non-authorized people; 
!  In order to obtain high performance of the machine, make sure that 

you read the instruction manual; 
! Keep children and visitors away. 

CAUTION
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Note: Always remember that a careless fraction of a second is enough to cause a 
severe injury. 

2.2 – To reduce the risk of injury  
 

! Never place your hands under the vertical clamps; 
! Never place your hands in front of the front clamp; 
! Hold the profile firmly against to the fence with your hands outside of the 

clamping area; 
! Before using the machine be sure that no objects have been left on the working 

table 
! If any part is missing, bent or broken in anyway, do not use the equipment; 
! Never use your machine if you observe something which can cause an accident or 

damage the equipment; 
! Keep work area around the machine clean; 
! Keep visitors and children away when using; 
 

Note: Always remember that a careless fraction of a second is enough to cause a severe 
injury. 
 

3 - HANDLING AND STORAGE 

3.1 Handling  
 

Two people are required to locate the machine. The machine 
has to be shipped in a safe way to avoid any damage. Mount it 
securely on a proper floor. The machine has to be shipped like 
positioned for installation.  
 
 
 
 
 
 
 
 
 

Fig. 01 
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3.2 - Storage 
 

The machine must be stored with cautions, as per information below: 
 

! Store the machine indoors. 
! Protect the machine from accidental impacts 
! Protect the machine from humidity 
! Avoid the machine to come in contact with corrosive materials 

 
4 – UNPACKING 

 
Unpacking the machine and verify all components to make sure the following parts 

are included: 
 

! IM-4P Underpinner 
! Horizontal clamp 
! Vertical clamp 
! Counterweight balancer 
 spring 
! Allen screw 5.0mm Fig. 02 
! Maintenance tube Fig. 03 
! Instructions Manual.                          Fig. 02                     Fig. 03 

 
 

Optional Accessories 
! Triangle or rectangle pad 
! Magazine for UNI wedges 
! Magazine for Cartridge wedges 
! Fix fences 
! Adjustable fences 
! Air pressure regulator 
! Wings extension tables 
! Kit IM-4P auto 
! Kit IM-4P 2 stage foot pedal and 1 stage joint stick  
! Kit IM-4P 2 stage joint stick and 1 stage foot pedal 
! Kit IM-4P 2 stage joint stick and 2 stage foot pedal 
! Support for work bench 
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5 – MACHINE DESCRIPTION 
 

! 01 – Air regulator 
! 02 – Auto switch (optional) 
! 03 – Foot pedal 
! 04 – Lower base 
! 05 – Water and lubricator glass 
! 06 – Wings Extension Table (optional) 
! 07 – Fence  
! 08 – Handling  
! 09 – Vertical clamping system 
! 10 – Joint stick 
! 11 – Stops  
! 12 – Horizontal clamping system 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Fig. 04 
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6 – INSTALLING THE MACHINE 
 

 
 

! Carefully read the Instructions Manual and the safety 
instructions before connecting the machine to the air source.  

! Make sure to install the machine indoor and appropriate area.  

 

6.1 Installing the wings extension tables (Optional) 
 
Use the following procedures to install the wings extension tables.  
1) Set the wing extension on its position as shown in figure 5 
2) Put the screws and nuts  
3) Use Allen key of 5mm 01 fig. 05 
4) Make sure the wings extension tables are leveled with the working table as shown in 
Fig. 06 
 

 
 
 
 
 
 
 
 
 
 
 
 

  

                           Fig. 05                                 Fig. 06 

6.2 How to assemble the counterweight balancer (Install when the machine is tilted 
only)  

For operator safety always disconnect the air source before cleaning, lubricating 
or performing any maintenance. The IM-4P was designed to be operated as a bench table 
or tilting stand. The counterweight balancer spring is provided with the machine for 
using just when the machine is tilted. Proceed as follow to attach the counterweight 
balancer on the machine:  
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a) Tilt the working table by loosen the knobs on 
the left and right sides of the stands. 

b) Once the working table is tilted attach one end 
of the spring over the bolt as shown in Fig. 07 
and the other end of the spring attaches to 
another bolt located besides the cylinder. Once 
you have done this procedure then connect the 
machine to the air source.  

 
 
 

                       Fig. 07 
 

6.3 - Oil level on lower edge of oil glad 
 
INMES products are constructed to have long duration and are tested one by one. 

However, we ship the machines without oil inside the lubricator glass and it is necessary 
to fill the lubricator glass to obtain good performance of the equipment. In order to 
refill the lubricator glass proceed as follow:  
 
a) Shut air supply 01 fig. 08 
b) Unscrew the lubricator glass by turning clockwise direction, 02 fig. 08 and 09 
c) Fill the lubricator glass with pneumatic oil, a little more than half glass 
d) Screw the lubricator glass back on making sure the O-ring is sitting correctly in the 

housing 
  

 
 
 
 
 
 
 
 
 
 
 

                          Fig. 08                                                   Fig.09 
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The number of drops of pneumatic oil is adjusted 
at the factory. It is usually not necessary to adjust 
afterwards. We recommend that the user verify that 
after every 25to30 action of the foot pedal, ONE drop 
should fall. If it is necesary to adjust, proceed as 
follow. 
Using a screw driver turn clockwise the screw 01 fig. 
10 until it is it is completely closed. Then turn the 
screw counterclockwise about ¼”until it reaches         
the correct adjustment as mentioned above. 

          Fig.10                        

6.4 - Leveling bolts to adjust the height of the machine 
 

There are four leveling bolts to raise or lower the height of the machine 
according to the customer preference. In order to make the height adjustment proceed 
as follow: 

a) Get someone help to tilt the machine 
b) Attach the leveling bolt 01 into the base as shown in fig. 11 
c) Now adjust the desired working height 
d) Using a 24mm wrench fig. 12 and tighten against the base 02 to the nut 03 as 

shown in fig. 12. 
 
 
 
 
 
 
 
 
 
 
 
 
 

                           Fig. 11            Fig. 12 
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7 – OPERATION 
 

The IM-4P Underpinner has two versions as follow: 
a) IM-4P Underpinner that uses UNI wedges; 
b) IM-4P Underpinner that uses Cartridge wedges. 

 

7.1 Selecting the wedges 
 

The Inmes wedges are specially 
designed to hold the frames pieces 
firmly together creating a tight joint. 
There are 5 different sizes 5-7-10-12 
and 15mm. Each type of wedges is 
available for hardwood and softwood 
as shown in fig. 13.  

 
                     Fig. 13 

7.1.2 Loading and changing wedges into the magazine 
 

There is a quick change wedge device located at the rear of the machine for 
changing wedges, just rotate the know clockwise and choose the wedge showed the knob 
arrow as shown in fig. 14 and then pull the wedge shoe back as shown in fig. 15 and 16 
and place the wedge stick into the magazine. Make sure the “V” of the wedges is 
positioning in the direction of the operator and the glue is upside as shown in fig. 17. 
Important: Make sure there are no wedges inside the magazine before changing the 
wedge size.  

 
 
 
 

 

Fig. 14                                            Fig. 15 
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Fig. 16                                            Fig. 17 
 
 

 
 

Before changing the size of the wedge make sure the 
magazine is empty. 

    
 

7.2 Selecting the wedges in cartridges 
 

The Inmes wedges in cartridges are specially designed to hold the frames pieces 
firmly together creating a tight joint. There are 5 different sizes 5-7-10-12 and 15mm. 
Each type of wedges is available for hardwood and softwood as shown in fig. 18. On the 
top of each cartridge there is a number which identify the size of the wedge as shown in 
fig. 18 and 19.   

 
 
 

               
 
 
 
 
 
 
 
 

              Fig.18 
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Fig.19 
 
 
 
 
7.2.1 - Loading and changing the cartridge wedges into the magazine 
 

In order to fit the cartridges inside the machine just pull the spring loaded cable 
as shown in fig. 20. Then fit the cartridge inside the magazine as shown in fig. 21 and 
make sure the cartridge is sitting correctly inside the magazine and then release the 
cable as shown in fig. 22. In order to change the size of the wedges, first take out the 
cartridge from the magazine and place the new cartridge according to your needs as 
show in fig. 19.  

Fig. 20                                           Fig. 21                                          Fig. 22 
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7.3 - Perpendicularity adjustment (Valid for machines with this accessory only) 
 

This operation can be performed by turning clockwise or anticlockwise the proper 
knobs 01 and 02 fig. 23. It is very useful in those cases when the base of the moulding is 
not perpendicular compared with the part of the moulding that leans against the fence. 
The adjustable fence can be tilted +/- 2°. Before joining the moulding follow this 
procedure: 

a) Place the legs of the moulding against the 
adjustable fence and set the vertical clamp 
so that when pedal is depressed, they can 
hold the moulding properly.  

b) Press the pedal and check the quality of the 
joint. In the case the joint is not good 
release the pedal and adjust the 
perpendicularity of each fence by turning the 
knobs 01 and 02 fig. 23 and repeat the 
operation over described above. 

 
                         Fig. 23 
 
 
 
 

7.3.1 - Fence angle adjustment 
 
If during the test above the corner of the frame remains open forward or 

backward, it is possible to adjust the fence angle of about 1°, 06 fig. 23, and rotate 
clockwise or anticlockwise the knob 03 fig. 23 on the left fence in fig.23 till the right 
adjustment is founded.  

a) Loosen two screws from the left fence 
b) Turn clockwise or counterclockwise the button 03 fig. 23 until you reach the 

desired angle 
c) Tighten the two screws  
d) Make sure to adjust just the left fence. Do not adjust the angle of the right 

fence, it is adjusted at the factory.  
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7.4 - Adjustment for the clamping system 

7.4.1 - Air pressure regulator for the vertical clamping system  

The working pressure must be adjusted to the hardness of the moulding to be 
assembled. The pressure regulation allows changing the clamping pressure of moulding to 
be assembled. When the working pressure is too high this may cause poor joining and 
moulding crashing. When the working pressure is too low this may cause incomplete 
insertion of wedge into the frame.  

We do recommend setting the air pressure 
regulator 01 fig. 23 at 6 BARA (85 PSI). Attach 
the compressed air source to the machine with 
appropriate “quick disconnect fitting”. The source 
must be filtered and lubricated and not exceed 6 
BAR (85 PSI). To increase the air pressure turn it 
clockwise and counterclockwise to decrease the air 
pressure.  

                                                                                          Fig. 23 
 

Important: 
The source should be filtered and lubricated and not exceed 6 BAR (PSI). 

7.4.2 - Vertical clamp adjustment 
To perform the height adjustment of the Vertical clamp 02 fig. 24 proceed as 

follow: 
a) Loosen the side handle 01 fig. 24 and adjust the pressure pad 02 fig. 24 

over the frame. We do recommend adjusting the height 10mm (3/8”) above 
the frame to avoid accident fingers crushing and correct insertion of the 
wedges fig. 25 

b) Tighten the handle once you have reached the proper position 
 

 
 
 
 
 
                                         
 
 

Fig. 24                               Fig. 25 
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The IM-4P has triangle and round pressure pads 

available as shown in fig. 26. These optional pads offer 
versatility when joining complex profiles.  
 
 
 
 
 

 
                 Fig. 26 
 

7.4.3 - Horizontal clamp adjustment 
The front clamp has a series of holes in the flat bar fig.26. Lift the bar to take it 

out of its initial position and make it move forward and backward. To lock the bar it is 
sufficient to insert it into the proper peg located in the middle of the guide channel. 
Proceed as follow to position the front clamp properly: 

 
a) Remove the bar from the peg and move it forward up to reach the moulding to 

be assembled as shown in fig. 27  
b) Lower the bar to allow the insertion of tracking screw and the locking in the 

next position  
c) Place the front clamp at 3/8” (10mm) in front of the frame rabbet. Fig. 28 

 
 

 
 
  
  
      

 
 
                                    
 
 

Fig. 27                   Fig. 28 
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7.5 - Positioning the joint-stick 
To perform the joining process follows here under 
procedure: 
Place one of the moulding legs in position against 
the fence 04 figures 29 and 32 and loosen the 
stops 02 and 07 fig. 29. Now position the joystick 
01 fig. 29 about 5mm from the rabbet to insert 
the first nail and slide the stop 07 fig. 29 against 
the joystick and tighten the stop and this become 
the rear stop. Now slide the joystick toward the 
front to locate the second nail about 5mm from 
the frame corner and tighten the stop 2 fig. 29 
and this will become the front stop.  
 

                       Fig. 29 
 

 
 
 
 
 
 
 

 
                                    

 
Fig. 30                                        Fig. 31 

 
 
 
 
 
 
 
 

 
Fig. 32                                        Fig. 33 
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Slide the joystick 01 fig. 29 to the rear position for the insertion of the first nail 
and place both frames pieces against the fence fig. 33  

 
a) Set the front clamp 03 fig. 31 about 10mm from the rabbet of the frame; 
b) Adjust the vertical clamp height 06 fig. 31 
c) The IM-4P it is a versatile machine and can be operated as listed on next page 
d) Important: If it is necessary to use 2 or 3 nails proceed as follow: with the 

clamping system activated, press the joystick to insert the nails. Release the 
joystick and press again to insert the second nail and repeat this operation to 
insert as many nails you 

7.6 - Options of joining 
 

The IM-4P can be ordered with the following configurations: 
 

a) 2 stage foot pedal and 1 stage manual fig. 34 
b) 2 stage foot pedal and 1 stage manual and/or 2 stages manual and 1 stage foot 

pedal fig. 35 
 

                           Fig. 34                                                           Fig. 35 
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                           Fig. 36                                                          Fig. 37 
 
 
c) 1 Stage on foot pedal and 2 stages on manual 

fig. 36 
d) Automatic – In this case you will have two 

options: 2 stages on foot pedal and 1 stage 
on manual fig. 37, or turn on the button 01 
fig. 38 to auto position, you will need to 
press the foot pedal once and the joining 
process will be executed automatically.  

 
                                                                                                      Fig. 38 
 
 

8 – MAINTENANCE 
 

 
 

In order to avoid danger before performing any of the 
operations described below the machine must be absolutely disconnected from air 
pressure source! 
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This machine will provide years of quality performance if maintained carefully. For 
operator safety before cleaning, lubricating and maintenance remove the plug from air 
source to avoid unexpected start-up.  

Cleanliness and care guarantee not only a longer life time of the machine but also 
less risks to operator. So we advise to keep the machine clean and lubricated weekly.  

The most important maintenance requirement is cleanliness. Use a brush or clean 
cloth to wipe the table surface, shafts and pads.  

If glue accumulates on the nailing head, wipe if off before it dries, otherwise it 
will have to be scraped off or removed with the solvent recommended by the glue 
manufacturer. Be sure glue does not dry on the upper clamp pads because it will damage 
the top of a frame.  
 

8.1 - Every 8 working hours 
 

a) Check compressed air condensation in the filter glass 
b) Check the nailing block and make sure it is clean. If not clean it up as per 
instructions listed on item 8.5  
c)  

8.2 Every week 
 

a) Check the oil level inside the filter lubricator  
b) In case oil is needed add for pneumatic circuits low density and follow the 
instructions recommended on item 6.4 

8.3 Air filter lubricator and oil lubricator (See item 6.4)  
 

 
 
For operator safety always disconnect the air source before cleaning 

lubricating or performing any maintenance. 

 
8.4 - Air filter lubricator 
 

When compressed air leaves the air source it comes with water, impurity and dust, 
so the functions of the filter lubricator is to filter the compressed air eliminating water 
and collecting dust and other impurities inside the filter glass. Every source of 
compressed air differs from one another, so consecutively, quantity of water and 
impurities are collected. That’s why we strongly recommend that the customer verify 
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daily the oil level and water inside the air filter lubricator. When it is necessary to 
empty the water inside the filter glass, (it is not necessary to shut air supply) just 
loosen the drain located under the bottom of the filter 02 fig. 39. However, we do 
recommend cleaning the filter lubricator located inside the filter glass at least once a 
week. In order to clean it up, proceed as follow:  

! Shut air supply  
! Unscrew the filter glass by turning clockwise direction 
! Unscrew the filter (white piece) by turning clockwise direction and use 

compressed air to clean it up fig. 40 
! Once these procedures are done the screw filter back to its original position 
! Screw the lubricator glass back on making sure the O-ring is sitting correctly 

in the housing. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

                            Fig. 39                                  Fig. 40 
 
8.5 - How to remove the nailing head and clean it  
 

For operator safety always disconnect the air source before cleaning, lubricating 
or performing any maintenance. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
                                   Fig. 41                                      Fig. 42 
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a) Using the 5mm Allen key loosen the locking screws 01 and 02 fig. 41 of the 
nailing head. Then loosen the locking screws 03 and 04 of the magazine fig. 42 ; 

b) Then use your hands pull back the magazine a little bit fig. 43. Now you are  
able to remove the nailing head and accomplish your regular maintenance.  

 
 
 
 
 
 
 
 
 
 

                                   Fig. 43                                      Fig. 44 
 

c) Once you have the nailing head out of the machine place it on a flat surface 
and use a 4mm Allen wrench to loosen and remove the 4 screws as shown in 
figs. 45 and 46.  

 
 
 
 
 
 
 
 
 
 

                                   Fig. 45                                      Fig. 46 
 

d) Clean the inside of the nailing head using a cloth and a drop or two of 
pneumatic oil. After cleaning, wipe down the nailing head with a dry cloth. Then 
put one drop of pneumatic oil on the inside of the nailing head; 

e) Before mounting the nailing head we suggest you use a flat surface (like a 
mirror) fig. 47 in order to give a precise alignment of the two parts. If the top 
and sides are not in precise alignment, it will not work properly; 
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f) When attaching the nailing head over the drive pin make sure to place it 
according to fig. 45 ; 

 
 
 
 
 
 
 
 
 
 

                                   Fig. 47                                     Fig. 48 
 

g) Place the nailing head on its original position and using the 5mm Allen key and 
tighten the locking screws 01 and 02 of the nailing head fig. 41. Then place the 
magazine on its original position fixed to the nailing head and tighten the 
locking screws 03 and 04 of the magazine fig. 42.  

8.6 How to change the nail pusher 
For operator safety always disconnect the air source before cleaning, lubricating 

of performing any maintenance.  
In order to remove the nail pusher, follow these procedures:  
! Tilt the working table;  
! Disconnect the air hose source 01 fig. 39 and loosen the two locking screws 02 

fig. 50;  
! Now use a 6mm Allen key to remove the screws 02 fig. 49 and the cylinder 

support; 
! Use a 6mm Allen key to loosen the four screws and remove the cylinder lid as 

shown in fig. 51/52; 
! Then  use a pair of pliers to remove the complete device for the nails pusher 

cylinder as shown in fig. 53; 
! Once you have the nail pusher out and add a small amount of pneumatic oil 

around the new rubber gasket; 
! Carefully place the new one back inside the cylinder making sure the top edge 

of the rubber gasket is inside the cylinder before pushing, if not, damage may 
occur to the rubber gasket. Also, make sure the nail pusher is in the nailing 
head as showing if fig. 55; 
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! Once you have the complete nail pusher device into the cylinder, reassemble 
the cylinder lid with the 6mm Allen key and tighten the four screws as shown 
in fig. 51. Also attach the cylinder support and tighten the screws 01 fig. 49; 

! Finally attach the air hose to the cylinder and with the nails out make few 
tests before you start production;  

 
 
 
 
 
 
 
 
 
                                      Fig. 49                                        Fig. 50 
 
 
 
 
 
 
 
 
 
                                      Fig. 51                                         Fig. 52 
 

Fig. 53                                     Fig. 54                                Fig. 55 
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9 - PART LIST 

 
Code Description Code Description 

0301225 Support for the counterweight balancer 0407274 Sensor 1/8" - 4mm 
0301238 Magazine base IM-4P (Z) 0407286 Connection M5 - 4mm 
0301240 Pin IM-4P (Z) 0407288 T connection 1/8"- 8mm 
0301242 Nail definer IM-4P (Z) 0407289 T connection 4mm 
0301245 Shaft IM-4P 0407299 Short mufler 1/8" 
0301247 Washer (Z) 0407462 Manometer 1/8" 
0301249 Washer for the knob IM-4P (Z) 0407463 Air pressure regulator R 1/8" without manometer 
0301266 Activator for the valve IM-4P 0407465 Oil lubricator 1/4" 
0301270 Shaft housing IM-4P 0407466 Valve 5/2 vias 1/8" 
0301274 Support for the activator SU IM-4P 0407467 Valve 3/2 vias M5 
0301297 Right stop washer IM-4P (Z) 0407469 Valve "OU" 1/8" 
0301309 Tilting axle IM-4P (Z) 0407470 Valve 5/2 vias 1/8"  
0301310 Washer IM-4P (Z) 0408004 Allen screw internal M3x10mm 
0301348 Nail size indicator IM-4P (Z) 0408007 Allen screw internal M4x10mm 
0301352 Vertical bar IM-4P (Z) 0408009 Allen screw internal M4x20mm 
0301360 Cylinder IM-4P (Z) 0408010 Allen screw internal M4x25mm 
0301371 Nails guide complete with bushing IM-4P 0408011 Allen screw internal M4x30mm 
0301372 Housing with bushing IM-4P  0408012 Allen screw internal M5x08mm 
0301378 Tracking screw IM-4P (Z) 0408015 Allen screw internal M5x25mm 
0301388 Shorter support IM-4P 0408016 Allen screw internal M6x16mm 
0301399 Left stop washer IM-5P (Z) 0408019 Allen screw internal M6x25mm 
0301406 Shaft IM-4P complete 0408020 Allen screw internal M6x30mm 
0301411 Spring stop IM-4P  0408021 Allen screw internal M6x35mm 
0301471 Shorter guide shaft IM-4P (C)  0408022 Allen screw internal M6x40mm 
0301473 Longer guide shaft IM-4P (C) 0408025 Allen screw internal M8x16mm 
0301474 Valve 5/2 2 stage 0408031 Allen screw internal M8x45mm 
0301487 IM-4P working table 0408037 Allen screw internal M10x25mm 
0301490 Clamp support IM-4P 0408053 Allen screw internal M6x16mm 
0301492 Vertical clamp  0408066 Nut MA 5mm zinc 
0301497 Cylinder for the front clamp D40mm IM-4P 0408070 Nut M12 Zinc DIN 934 
0301501 Support for the cylinder IM-4P (Z) 0408075 Allen key 5mm  
0301503 Cylinder support IM-4P (Z) 0408089 Allen screw internal M6x10mm 
0301505 Guide IM-4P (Z) 0408104 Allen screw internal M5x8mm 
0301508 Guide peg IM-4P (Z) 0408143 Allen screw internal M5x10mm 
0301509 Cylinder vertical clamp D63 IM-4P 0408144 Rivet 3,2 x 10,2mm 
0301512 Nails guide exclusive for IM-4P cartridge version 0408149 Nut MA 16mm (Z) 
0301513 Support nail guide  0408160 Nut MA M4mm (Z) 
0301515 Nail pusher for IM-4P cartridge version 0408177 Nut MA 6mm zinc 
0301518 Support for cylinder vertical  0408179 Nut MA 8mm zinc 
0301523 Support cylinder 0408180 Allen screw internal M6x55mm 
0301527 Movement bar IM-4P (Z) 0408200 Washer 1/4" zinc steel 
0301529 Foot pedal shaft 0408201 Washer 5/16" zinc steel 
0301531 Shaft 0408219 Washer 3/8" zinc steel 
0301533 Housing shaft foot pedal IM-4 0408250 Allen screw internal M5x10mm 
0301534 Food pedal 0408256 Allen screw internal M5x05mm 
0301535 Base foot pedal 0408282 Allen screw internal M6x20mm 
0301537 Washer for the knob IM-4P (Z) 0415020 Handle MTF 6040-M8 
0301539 Washer 0416053 Spring  
0301540 Handle M8x20mm IM-4P 0416056 Spring  
0301541 Left wing extension table IM-4P 0416059 Spring  
0301542 Right wing extension table IM-4P 0417027 Self-locking nut 3D6 DIN 6799 
0301549 Foot pedal guard IM-4P 0417070 Cotter 5x5x12mm 
0301554 Tilting stand IM-4P 0417074 Self-locking  
0301560 Tilting plate IM-4P 0419100 Table measure in inches  

Inmes IM 4P framingsupplies.com

800-334-9060
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0301563 Spring support IM-4P 0419102 Table measure in millimeters 
0301566 Support for the guide shaft IM-4P 0504366 Instructions manual IM-4P  
0301567 Valve 5/2vias 1/8" 1 stage P0301223 Complete nail pusher IM-4P 
0301574 Maganetic tube P0301291 Front clamp IM-4P 
0302249 Washer P0301299 Right moulding fence IM-4P 
0405031 Warning label  P0301320 Pad IM-4P 
0405120 Serial number label P0301362 Left moulding fence IM-4P 
0405159 Safety lable P0301369 Nut IM-4P  
0405185 Label P0301373 Complete nailing head IM-4P 
0405186 Label P0301516 Nail strip pusher  
0405251 Label P0301520 Vertical round pad IM-4P 
0407005 Blue tube PU 6x4mm P0301522 Vertical pad IM-4P 
0407006 Connection 1/8" - 6mm P0301525 Fixed fence IM-4P 
0407007 Connection 14" - 6mm P0301575 Kit valve 5/2" vias 1/8" - 2 stage 
0407008 Blue tube PU 4.2,5mm P0301576 Kit valve 5/2" vias 1/8" - 1 stage 
0407027 Blue tube PU 8x5,5mm P0301577 Kit cylinder Inmes 63mm x 90,5mm 
0407036 Connection 1/8"- 8mm P0301578 Nail strip pusher for cartridge version IM-4P 
0407038 Connection 1/4"x 8mm P0302045 Handle M45 M6x19mm 
0407049 Connection 1/8" - 6mm P0407361 Kit oil lubricator  
0407051 Connection 1/8" - 8mm P0407362 Kit valve 5/2" vias 1/8"  
0407053 Connection 1/4"- 6mm P0407363 Kit valve 5/2" vias 1/8"  
0407055 Connection 1/8" - 4mm P0407364 Kit air pressure regulator R 1/8"  
0407224 Muffler M5 P0415021 Handle M10x25mm with washer 
0407227 Male connector 1/8" x 5/16" P0416014 Traction spring 20,00 x 200,00 x 2,0mm 
0407236 Connection 1/8"  P0416057 Spring IM-4P 
0407254 Connection 1/8" - 4mm P0416072 Traction spring 8x60x0,70mm 
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